




















SPECIFICATION

TURNTABLE MOTOR DIRECT DRIVE QUARTZ
STARTING UP TIME 0.5sec (33 1/3rpm) 70°
STARTING TORQUE 2.7kg * cm
BRAKING SYSTEM ELECTRONIC BRAKE
RAMBLE (S/N RATIO) 78dB (IEC 98 WTD)
SPEED "33 1/3rpm, 45rpm"
FINE PITCH & 10% (100mm FADER)
ULTRA PITCH + 50% (45mm FADER)
WOW & FLUTTER 0.07% W.R.M.S.
ARM TYPE ANTI SKIPPING TONE-ARM SYSTEM
BALANCE TRACING HOLD BALANCE
TONE-ARM HEIGHT ADJUSTMENT RANGE 9MM (MAXIMUM)
STYLUS PRESSURE ADJUSTMENT RANGE 0 ~ 7.0g
LIGHT (OPTIONAL) DETOUCHABLE MINI LIGHT DC12Volt 20mA
SPEED LOCK QUARTZ LOCK
REMOTE MOMENTARY START (MINI JACK)
MIDI CONTROL MIDI TERMINAL 1ch
DIMENSION (W) 454mm X (H) 162mm X (D) 365mm
WEIGHT 9.5kg
POWER AC120V or AC230V 10W
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