












CAUT10N
.When you change the fader, make it sure that
-the main switch is turned off. lf not, may
cause noise or short circuit.
.When you use the screwdriver, make it sure
that you should choose the right side.
Otheruvise, may break screws.

■ HOW TO REMOVE THE TOP PANEL.
① Remove a‖ fader knobs and the 4screws.
(See ig.A)

②Remove the top panel.

■HOW TO CHANGE THE FADER UNIT
①
醜T』,e∝
陀ws on tteね dα pand

② Remove the fader unl from the mixer.

③CarefuIly remove the muli‐ cable connector from
fader unit.

(See 19.C)

く)Attach rnulti―cable connectorto new fader unit.
()Position the fader unit carefu‖y and secure wlh
screws.

罰g.A

Remove the

l靱 [rOm■ HOW TO REPLACE THE CF UNIT VVITH``CF・ PCV"

mode.

CAUT:ON

ngc

腔毬r累鶴畷牝限iぽ
hCed,do nd b9sen

Remove four scews.
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CONNECT10N DIAGMM Iexamplel

TAPE RE∞ RDER.CD,MD etc CD,MD口ayeL TAPE DECK et
Connectto O岬 UT laCk        Connectto LINE input,ack
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AMPLiF:ER
Connectto OUTPUT,ack

SPECIFI《ン噸「10NS

TUR「ABIEは 嘔瓢
“

P●X‐3111]

TURNTABLE
Connectto PHONO:nputiack

lNPUr SECI10N NOMINALiNPUr MAXIMUM:NPL「F :MPEDANCE

M:C iN:PGM‐ 1～2(16.3 PHONE JACKノ UNBULANCED) ‐52dBv(2.5Vms) ‐30dBv(32mVrns) 3.3kΩ

PHONO IN:PGM-1～ 4(RCA P:N」 ACK/UN8ULANCED) ‐45dBv(5.6Vms) ‐22dBv(80mVans) 49kQ

LINE IN:PCM‐ 1～4(RCA PiN」 ACK/UNBじLANCED) ‐4dBv(1.OV) +1ldBv(70Vrrns) 7kΩ

otrrPuT sECT10N NOMlNAL:NPtrr MAXIMUM INPUT :MPEDANCE

MAS「ER Oじ■1～2(RCA PIN」 ACK′ UNBULANCttD) OdBv(1.CIVms) ■175dBvr7.5V― ) 2200

PHONES (66.3 PHONE JACK) 100mW (470102d) >80

:SOLATER(PCM■ ～4)           :H: 2.5kHz≦ /B005■+6dB         CUT:‐ ∞

:M:D 250Hz～ 25kllz′ B00ST:■6dB   晰 ‐00

:LOW ≦250H2/800ST:●6dB         Cu■ _∞

FREQUENCY RESPONSE             :UNE 20Hz～ 20KHz± 3dB

S/N RA■0                     :日 NE 70dB≦

CROSS TALK                      :C・F 65dB≦

:PGM 65dB≦

OTHER

POWER SUPPLY AC‐14 1AC12V 1000mAl

POWER REQUIREMENT 10W

WElGHT 6.5kg

DIMENS:ONSIWXH× D) 264× 105×260(mm)
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VVestax
mixing controller
選ヽ Co002XLu rCJB
こヽ CaO,りにu石UB
こヽ C‐004FXu TCJB

Supplemental lnstruction Sheet

Vestax Corooration
1-18.6 Wakabayashi, Setagaya-ku, Tokyo 15+0023 Japan

Phon6 03.3412-7011 Fax 03-3412-7013

Web : www.vestax.com

Vestax Europe Technical Support
Rheinsb,zl3 D53332 Bomheim Germany

Phone 49(0)2222-9$2*7 2 F ax 49(012n2-55-2}l 4

Please be sure to completely read this supplementallnstruction sheet along vvith the useris

manual ofthe following products.(PrOducts:abeled‖ 丁UB‖ )
● VMC-002XLu_TUB
● VMC-004XLu_丁 UB
● VMC‐004FXu_TUB

◇ HOW TO USE USB

Connectthe rnixers USB input/output portto a computers USB port with a USB cable.

Sound lnput/(Dutput vvi‖ be enabled simply by connecting via USE3,using the OS internal driver.

※USB board features
・ USBl.1(USB2.O compalble)comp‖ ant
・ USB BUS power operated
丁he USB PO1/VER LED ⅥЛ‖‖ght up afterthe mixeris identified by the computer and the power

has been supp‖ ed.

◇ USB PORT CHANNEL ASSICN

(1)VMC-002XLu ttUB
⇒ Please refer to(27),page 13 ofthe VMC-002XLu users manual.

Assigned to:

!NPUT:LINE2/USB ofPGM2
0∪TPUT:MASTER OUTPU丁

(2)VMC-004XLu_TUB
⇒ Please referto(20),page 13 ofthe VMC¨ 004XLu users manual.

Assigned to:

lNPUT:LINE4/USB ofPGM4
0UTPUT:MASTER OUTPUT

≧過 1ミ鳳 :ザぷ page 18 of he VMC‐004FXu users manuJ.
Asslgned to:

!NPU丁:LINE5/USB ofPCM3
0UTPU丁:MASTER OUTPU丁



υS3/AIPυ T/Oυ IPυT PORT

◇ SYSTEM REQUIREMENTS
Minimum System requirement

OOS(Operating System )
Windows:
Windows9S/98S E/Me, 2000/XP
(Windows XP will require the latest USB audio driver available from Windows update website)

Macintosh:
. Mac OS X 9.1 and later versions. Mac OS X 10.0 English Edition and later versions. Mac OS X 10.1 Japanese Edition and later versions

(Mac OS X 10.0 Japanese Edition is NOT SUPPORTED)
Allversions before OS X 9.1 is NOT SUPPORTED

X NOTE
' The minimum system requirements above are for the mixer. If the minimum system requirement

of the software is higher than the mixers requirement, please prepare an advanced operating
system qualified.

' Macintosh CPU accelerator cards are not supported. The computer must have USB connection.
' YAMAHA AC-XG Audio Device does not work with this mixer.

*Above are minimum requirements and does not guarantee performance for all computers and
devices.

O USB connection confirmation

The USB POWER LED (red) will light up when the mixer is connected to a computer via USB and
indicate that USB input/output is operating.
Please follow the instructions below to confirm if the computer has identified the mixer via USB
connection.

Windows XP:
To check connection status in Windows XP, view [control panel] > [system] > [hardware] > [device
managerl > inside [sound, video and game controller]find [usB Audio device] .

lf both are displayed and the status is "This device is installed correctly", the mixer and computer
is connected correctly.

Macintosh:
To check the connection status in Macintosh, view [Applications] > [Utilities] > [Audio MlDl setting] >
[MlDl device] and find "Vestax Pc-coNTRoLER". The property shall show,

* Device:Vestax PC CONTROLLER
* Manufacturer: Vestax
* Model: Vestax PC-CONTROLLER

The computer and the mixer are connected correctly if the information above is shown.

AUG 2007_ MC‐TUB E①
P/N:4301‐7320+0




